SY NEW HOLLAND | 


The 7630 and 8030 New Holland tractors deliver unrivalled 
productivity, versatility and operating cost in any type of terrain. When 
it comes to performance and dependability, no other tractor outstrips 
them. The new 7630 and 8030 tractors now feature new design, extra 
strength and exceptional savings. In other words, they are the perfect 
machines for you to produce more and more. And they are unbeatable 
in their category. It’s New Holland, period. 


NEWLY DESIGNED NEW HOLLAND ENGINE 

More modern, higher torque, extra savings: the ideal choice 
for the farmer who targets improved productivity. 
e Made in Brazil 

e Turbocharged (8030 model with turbo intercooler) 

e 4 cylinders 

e Higher torque rise and maximum torque level 

¢ Fewer movable parts => less maintenance 

e New air filter system 

e Enhanced fuel saving, larger fuel tank* 

- 170 liters => additional autonomy 

* Located on the left side for easy filling 


THE NEW 7630 AND 8030 TRACTORS 

e Newly designed made-in-Brazil New Holland engine 
e New Holland front axle 

e New (single) larger fuel tank (170 @ 

e New 14-inch (356 mm) clutch disc 

e New air filter 

e New design: new front grille with built-in lights, 
new easy-opening hood, new canopy, 

new instrument panel 


AXLES 

Increased strength and reliability for heavy jobs. 

These axles are designed for heavy-duty jobs. 

e Heavy Duty Class | front axle manufactured by 
New Holland, designed for high load capacity. 

e Rear axle differential locking actuated while on the 
move, with no need for using the clutch or changing 
the operating range. 

e The rear axle differential is automatically unlocked as 
soon as equal traction is applied on both rear wheels 
=> top performance and excellent productivity 

e Front drive actuated by just pushing a switch on the 
panel => higher productivity, improved performance 
under extremely severe conditions, longer durability 
of the entire transmission system, extra fuel saving 
and less rear tire wear. 

e Rear axle with organic clutch and sealing (7630) 
for irrigated rice crop. 


HYDRAULIC SYSTEM 

High precision and improved yield along 

with full reliability. 

e Position and flotation control through a set of levers 
located on the operator seat’s right-hand side => 
uniform operating depth over the whole workday. 

e Telescope stabilizing arms, adjustable by means of 
pin positioning - fine adjustment through threaded 
device => easy accessory coupling and uncoupling. 


TRANSMISSION POWER TAKE-OFF 
Durability and strength in any terrain. Unbeatable productivity and performance. 
Econoshift 16x4 e |t may be switched on or off while the tractor 
e 16 forward speeds (8 speeds between 4 and 12 km/h) is on the go, without clutch actuation. 
and 4 reverse speeds. e Standard independent hydraulic actuation. 
e New 14-inch (356 mm) ceramet disc clutch for improved e Adjustable brake on the output shaft; the brake 
efficiency in heavy jobs, is engaged whenever the system is switched off and 
stops it immediately => total operating accuracy. 
Dual Power - Improved transmission performance e Increased saving and extra productivity. 


for top productivity. 

¢ Doubled number of speeds. 

e Actuated through a switch on the panel, 
without clutch engagement. 

e Easy tractor speed reduction. 


- SPEED REDUCTION: 22% 
- TORQUE RISE: 28% 


SPECIFICATIONS 


ENGINE New Holland New Holland — | Accessories Class Il Class Il 
Aspiration Turbo Turbo Intercooler —_ Lifting capacity at 610 mm from the 
Power (ISO TR 14396) 106 hp a 2200 rpm 122 hp. a2200 rpm __| lift eye, with 2 auxiliary cylinders 2,600 kg / 4,100 kg 2,600 kg / 4,100 kg 
Displacement 45¢ 4.5¢ | Remote control valve Open center Open center 
Maximum torque (1400 rpm) 430 Nm 490Nm | STEERING 
Torque rise 23% 20% — | Independent pump Gear type Gear type 
Fuel tank 170¢ 170¢ | Type Hydrostatic Hydrostatic 
TRANSMISSION Vazao 32 dmin 32 dmin 


Type Mechanical Mechanical | FRONT AXLE 
Dual Power 16x4 16x4_ | Make New Holland New Holland 
CLUTCH Class Class II HD Class Il HD 
Material Ceramet/ Organic Ceramet | Drive actuation Electro-hydraulic Electro-hydraulic 
Diameter 14” (356 mm) 14” (356mm) | BRAKES 
POWER TAKE-OFF Type Oil bath Oil bath 
Type Independent Independent | Discs 4 discs 4 discs 
Actuation Hydraulic Hydraulic | Parking brake Manually engaged Manually engaged 
RPM 540 rpm 540 rpm —_| Instrument Panel Hour meter, Hour meter, 
Shaft dimension / no. of splines 35mm /6 35mm /6 Fuel level and Fuel level and 
ge" HYDRAULICS temperature indication, temperature indication, 
Flow capacity 35 dmin 35 din tachometer and waming lights tachometer and waming lights 
Pump Gear type Gear type 


7630 8030 
a A- Wheelbase 2,270 mm 2,525 mm 
B - Overall length 4,120 mm 4,370 mm 
| C - Min-max front track 1,547-2,248 mm 1,547-2,248 mm 
© “! D - Ground clearance 455 mm 455 mm | 
E - Maximum height 2,860 mm 2,860 mm 
A ——— Turing radius (brake disengaged) 3,500 mm 3,500 mm 
E B i Shipping weight 3,630 kg 4,510 kg 


AT YOUR OWN DEALER 


AGRICULTURE 


Your success - Our specialty 


Send us an e-mail: International@cnh.com 


The data indicated in this folder are approximate. The models described here can be subjected to modifications without any notice by the manufacturer. 
The drawings and photos may refer to equipment that is either optional or intended for other countries. Please apply to our Sales Network for any further 
information. Published by CNH INTERNATIONAL SA. Communications & Advertising. Bts Adv. - Printed in Italy - 10/08 - TP01 - (Turin) 
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Visit our website: www.newholland.com 
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